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Features:
• Dura-Bore™ cast iron cylinder sleeve for 

extended life
• Float carburetor for consistent easy 

starting
• Maintenance-free Magnetron® electronic 

ignition for quick, dependable starts
• Dual-Clean™ air cleaner pleated paper 

filter with a foam pre-cleaner ensures 
maximum protection for extended 
engine life

• Full pressure lubrication with spin-on oil 
filter assures controlled lubrication for 
extended component life

• Overhead valve design (OHV) for cooler 
operation and longer valve life

• Buyer protection package provides 
two-year commercial engine warranty

Vanguard™ ��.0 Gross HP 
��0 CC
Bore 2.83 in. (72 mm)
Stroke 2.75 in. (70 mm)
Oil Capacity: 48 fl. oz. (1.42 L) 
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356442

0065 88 809842 1” dia., Keyway, tapped 3/8-24 2-29/32(c) 9 V M AG/R/MF • 9 X X X 3600

356447

0005 89 809811 Tapered, tapped 5/16-24 3-51/64(c) 9 V E FC • n X X X 3600 u

0009 98 809842 1” dia., Keyway, tapped 3/8-24 2-29/32(c) 9 V E FC • 9 X X X 3600 q

0066 102 809842 1” dia., Keyway, tapped 3/8-24 2-29/32(c) 9 V M AG/R/MF 9 X X X 3600 u

0075 93 809842 1” dia., Keyway, tapped 3/8-24 2-29/32(c) 9 V M AG/R/MF • n X X X X 3600 u

0077 89 809804 Threaded 1-14, 1” thread length 3-21/32(c) 9 V M AG/R/MF • n X X X X 3600 u

0078 89 809811 Tapered, tapped 5/16-24 3-51/64(c) 9 V M AG • n X X X 3750 u

0079 89 809842 1” dia., Keyway, tapped 3/8-24 2-29/32(c) V M AG/R/MF • n X X X X 3600 u

0087 90 809832 1-1/8” dia., Keyway, tapped 7/16-20 4(c) 9 V M AG/R/MF • n X X X X 3600 u

0096 96 809842 1” dia., Keyway, tapped 3/8-24 2-29/32(c) 9 V M AG/R/MF • 9 X X X 3600 u

V Oil fill and dipstick in cover; dual drain.  See Engine Accessories Catalog MS-3880 for Exhaust Manifold and Muffler Options. 
u Engine equipped with 12 Volt Gear Drive Starter and 16 Amp DC Alternator with Starter Panel Assembly. 
q Engine equipped with 12 Volt Gear Drive Starter and 20 Amp DC Alternator with Starter Panel.  n Fuel tank omitted. • Exhaust manifold and muffler omitted.

7.957
[202.1]

CHOKE TRAVEL1.079
[27.4]

17.235
[437.76]

9.347
[237.41]

5.248
[133.3]

7.957
[202.1]

7.677
[195]

8.031
[204]

3.583
[91]

.551
[14]

8.754
[222.34] 6.350

[161.3]

1.076
[27.34]

16.102
[409] 5.422

[137.71]1.937
[49.21]
1.768
[44.9]
1.625
[41.27]

5.422
[137.71] 1.937

[49.21]
1.768
[44.9]
1.625
[41.27]

3.356
[85.24]

2.815
[71.49]

1.768
[44.9]

2.298
[58.37]

1.768
[44.9]2.740

[69.59]
3/8-16 UNC TAP

.748
[19] DEEP ON 6.500

[165.1]B.C.

17.244
[438]

5.505
[139.83]

5.751
5.549
[    146.1]
[    146]

PILOT DIA.

5.248
[133.3]

1.768
[44.9]

2.298
[58.37]

2.740
[69.59]

3.583
[91]

1.768
[44.9]

2.298
[58.37]

2.740
[69.59]

7.677
[195]

5/16-24 UNF TAP
.630
[16] DEEP ON 5.000

[127] B.C.

7/16-14 UNC TAP
.669
[17] DEEP ON 7.750

[196.85] B.C.

13.351
[314.74]

7.992
[203]

4.016
[102]

4.016
[102]

2.961
[75.2] 2.331

[59.2]

.157
[4]

10.342
[262.68]

IMPULSE FUEL
PUMP

11.098
[281.9]

1.819
[46.2]

2.606
[66.2]

TO EXHAUST PORTS


