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Power curves are corrected to standard sea level 
atmospheric condition and are developed from 
test engines equipped with standard air cleaner 
and muffler. 

RECOMMENDED POWER OUTPUT RANGE

CONTINUOUS OUTPUT

MAXIMUM OUTPUT

MAXIMUM TORQUE

 EX27D PERFORMANCE CURVES

0.5

1.0

1.5

2.0

2.5

3.0

3.5

4.0

4.5

5.0

5.5

6.0

6.5

  0

kW

1.0

5.0

  0

2.0

3.0

4.0

6.0

7.0

8.0

9.0

[PS]

2000 2400 2800 3200 3600 4000

N·m[kgf·m]

1.9
1.8
1.7
1.6
1.5

19.0
18.0
17.0
16.0
15.0

Metric 1/10 taper  
Generator Shaft

Metricφ25mm 
Pump Shaft

SAEφ1inch 
Keyway Shaft

SAE 2-1/4 taper 
Generator Shaft

     METRIC FLANGE  4-M8x1.25-6H 18 DEEP




     SAE B  FLANGE

 (4-3/8-16 UNC 2B, TAP 0.71" DEEP)

P.D. 127 ±0.1 (5.004")
(4.996")

OIL GAUGE

420(16.54")

270(10.63")

30˚ 30˚

 165

EXHAUST OUTLET

SPARK PLUG

VIEW  Z

SAE B FLANGE

SAE B FLANGE 

4-M8x1.25-6H 18 DEEP

P.D.
±0.1(6.500")(6.492")

(4-5/16-24 UNF 2B TAP 0.71"DEEP)

φ45 H8

METRIC STD MOUNTING FACE

SAE MOUNTING FACE

（J
oin

t D
iam

ete
r）

（Taper Start）（Taper Center）

(0.16"):DEPTH OF SOCKET JOINT

45˚45˚

45˚45˚

SAE.B SOCKET

φ146.09

-0.014(5.751")

-0.054(5.749")

Joint Diameter

 MOUNTING HOLE

METRIC MOUNTING FACE
for Generator and Pump

52.5(2.07")

 MOUNTING HOLE

53(2.09")

(1
.7

7"
)

±0.2 (1.57")

(3.15")

(3
.1

5"
)

(1
.5

7"
)

40 ±0.15

40
±0

.15

80
±0

.2

80


